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DOC11R Case Management System - KY Public Service Commission

Administrative Cases Before the Commission as of July 03, 2025     

2018-00226 RECEIVED: 07/17/18 FILED: 07/17/18 FINAL: 07/17/18 REOPENED: 
SUSPENSION DATE: 

CASE NATURE: NOTIFICATION TO UTILITIES FURNISHING METERED ELECTRIC, GAS OR WATER SERVICE
REGARDING METER TESTING REQUIREMENTS

CASE CODE
Administrative

INDEX OF EVENTS:
     09/06/18 POST CASE: Southeastern Water Association, Inc. Meter Tester Certifications
     08/31/18 POST CASE: Southeastern Water Association, Inc. Request for Test Bench Calibration
     07/17/18 Order Entered: 1. Pursuant to 807 KAR 5:006, Section 17(2), the Commission approves the following

third parties to test the accuracy of meters on behalf of a utility that furnishes metered electric, gas or
water service: a. A third party previously approved by the Commission to perform meter testing on
behalf of an electric, gas or water utility. b. The original manufacturer of a meter. c. A third party that is
certified by a nationally recognized registrar to a metrology laboratory standard, such as ISO 17025. d.
A third party that uses a Commission-approved basic measurement standard and follows written
procedures that are consistent with industry recognized and generally accepted practices for meter
testing and calibration. 2. A utility that utilizes a third party to perform meter testing required by
Commission regulations shall maintain current documentation of the qualifications and the calibration
methods and procedures of the third party, including documentation of the
basic measurement standards utilized by the third party. 3. Pursuant to 807 KAR 5:006, Section 17(3),
the Commission approves the
calibration of a basic measurement standard that is NIST-certified or traceable to a NIST certified
SRM. Each standard approved hereby must be accompanied by a signed certificate that shows an
unbroken chain of comparisons to stated references. Each certificate shall also include an expiration
date after which the standard must be tested and, if necessary, recalibrated.

Total Number of Cases:  1


