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NOTICE OF FILING 

 

 

Mantle Rock Solar, LLC (“Lost City”), by counsel, hereby provides notice that it is filing 

a completed Operational Noise Study in response to Siting Board Request for Information 2-5, 

which sought a noise contour map for the 2,000-foot area surrounding Project boundaries during 

Project operation. 
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     ____________________________________________ 

STURGILL, TURNER, BARKER & MOLONEY, PLLC 

JAMES W. GARDNER 

M. TODD OSTERLOH 

REBECCA C. PRICE 

333 W. Vine Street, Suite 1500 

Lexington, Kentucky 40507 
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jgardner@sturgillturner.com 
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INTRODUCTION 

Mantle Rock Solar LLC (Mantle Rock) contracted Navcon Engineering Network to conduct an 

operational noise analysis for the proposed Mantle Rock Solar Project (Project) near the 

intersection of Carrsville Road (KY 135) and KY 1608, between the communities of Hampton and 

Joy in Livingston County, Kentucky (Figure 1). The Project Area consists of approximately 537 

acres. 

The Project is an approximately 42 megawatt (MW) solar facility that would generate electricity 

using photovoltaic solar panels. It would include solar panel arrays, inverter boxes, a utility 

interconnection substation, transformer, a Battery Energy Storage System, and overhead and 

underground electrical conveyance lines. 

The following pages include the model parameters, source inputs, and model outputs. Three 

operational noise contour maps showing the model results and all residential and non- 
residential receptors used in the previously submitted Noise Analysis Report are included.
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Mantle Rock Solar, LLC 

FIGURE 1: 

Preliminary Design Plan 
for the Mantle Rock Solar Project, 

Livingston County, Kentucky. 
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  Figure 1. Project location and preliminary design plan used for the analysis.
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Calculation Service 

Navcon Project #: 

Project Engineer: 

Project: 

Navcon Engineering Network 

701 W. Las Palmas Dr. 

Fullerton, CA 92835 

Customer: 

Mantle Rock Solar LLC 

December 8th, 2025 

256442 

Hans J. Forschner 

Mantle Rock Solar Project 

Phone: 714-441-3488 

Email: forschner@navcon.com   

Web-Site: www.navcon.com   

Contact: Chris McNees 

Phone: 859.925.9012 

Email: cmcnees@copperheadconsulting.com   

  

Work Sheets: Description 
  

  
Caculation Parameter 

Source Input Noise Barrier 

Community Leq 

Documentation of Software and Calculation Parameters 

Summary of the Sound Power Level 

Estimated Lw for Battery Storage Unit, Transformer, Invert PCS, Inverter 

15 receiver closest buildings and location of intrest 
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Software Version: SoundPLANessential v6.0 - Kernel version: 12/03/2025 
  

  

  

Prediction Model: 

Air absorption: 

Environment: 

Air pressure 

rel. Humidity 

Temperature 

Assessment: 

Frequency Weighting: 

Ground: 

ISO 9613 -2 "Acoustics -- Attenuation of sound during propagation outdoors -- Part 2: General 

method of calculation", 2024 

ISO 9613-1 "Acoustics -- Attenuation of sound during propagation outdoors -- Part 1: Calculation of 

the absorption of sound by the atmosphere" 

995 mbar 

70% 

10°C =50°F 

Leq 

dBA 

Absorptive Ground g=0.75 (mostly soft), Ground Substation and Battery Area g=0 (hard ground) 
   

Software Version: SoundPLANessential  v6.0 - Kernel version: 12/03/2025

Prediction Model: ISO 9613 -2  "Acoustics -- Attenuation of sound during propagation outdoors -- Part 2: General 
method of calculation", 2024

Air absorption: ISO 9613-1 "Acoustics -- Attenuation of sound during propagation outdoors -- Part 1: Calculation of 
the absorption of sound by the atmosphere"

Environment:

Air pressure 995 mbar

rel. Humidity 70%

Temperature 10 °C  = 50 °F

Assessment: Leq

Frequency Weighting: dBA 

Ground: Absorptive Ground g=0.75 (mostly soft),  Ground Substation and Battery Area g=0 (hard ground)
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 100% all Sources

Lw OVL 31 40 50 63 80 100 125 160 200 250 315 400 500 630 800 1 1.3 1.6 2 2.5 3.2 4 5 6.3 8 10 12.5 16 20

Source name Reference dB(A) Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz Hz kHz kHz kHz kHz kHz kHz kHz kHz kHz kHz kHz kHz kHz kHz

Inverter 1 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 2 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 3 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 4 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 5 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 6 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 7 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 8 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 9 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 10 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter 11 Lw/unit 94.6 59.5 64.3 63.7 67.7 71.4 71.8 74.8 77.5 77 79.3 81.3 89.1 90.7 92 88.1 88.9 89.5 86.9 87.1 87.2 85.1 84.9 84.5 73.8 72.8 - - - -

Inverter pcs 1 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 2 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 3 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 4 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 5 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 6 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 7 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 8 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 9 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 10 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Inverter pcs 11 Lw/unit 105.8 70.6 75.4 74.8 78.8 82.5 82.9 85.9 88.6 88.1 90.4 92.4 100.2 101.8 103.1 99.2 100 100.6 98 98.2 98.3 96.2 96 95.6 84.9 83.9 - - - -

Transformer Lw/unit 75.6 63.6 68.4 65.6 69.6 73.3 68.6 71.6 74.3 64.3 66.6 68.6 65 66.6 67.9 59.8 60.6 61.2 55.4 55.6 55.7 50.8 50.6 50.2 44.6 43.6 - - - -

BESS Container 1 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 2 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 3 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 4 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 5 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 6 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 7 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 8 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 9 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 10 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 11 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 12 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 13 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 14 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 15 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 16 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 17 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 18 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 19 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 20 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 21 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 22 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 23 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 24 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 25 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 26 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 27 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 28 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 29 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 30 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 31 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 32 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 33 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 34 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 35 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 36 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 37 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 38 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 39 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 40 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 41 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 42 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 43 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 44 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 45 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 46 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 47 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 48 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 49 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 50 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 51 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 52 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 53 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 54 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 55 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 56 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 57 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 58 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 59 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 60 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 61 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 62 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

BESS Container 63 Lw/unit 95.4 - - 53.8 50 56 59.9 61 60.2 64.8 73.2 77.7 86.9 83.6 83.1 83.7 86.6 86.7 85.6 84.8 84.3 82 79.5 77.1 73.2 69.5 64.4 57.4 50 42.6

1/3 Octave Band Frequency spectrum [dB(A)]
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